
SD

SD

F

SD

SD

F

SD SD

SD SD

F

F

F
A

C
P

F
F

DD

DD

DD

DD

VOLTAGE REGULATOR
ROOM

01

ETR

ETR

ETRETR

ETR ETR

ETR

ETR

ETR

TYP

AHU
1

C

1

2 3

9

6

5

#

1011

12

REFER TO G002 FOR CONTINUATION
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INTERCEPT AND EXTEND
EXISTING FIRE ALARM
SYSTEM LOOP TO NEW
DEVICES

PROVIDE WIRING COMPATIBLE
WITH EXISTING INSTALLATION.
COMPLETE CLASS A LOOP.

PROVIDE NEW DEVICES
COMPATIBLE WITH EXISTING
NOTIFIER SYSTEM.

ETR

PROVIDE WIRING COMPATIBLE WITH
EXISTING INSTALLATION.
COMPLETE CLASS A LOOP.

PROVIDE NEW DEVICES
COMPATIBLE WITH EXISTING
NOTIFIER SYSTEM.

1. PROVIDE NEW DEVICES AS SHOWN ON THE PLANS AND TIE INTO EXISTING FIRE ALARM
SYSTEM. SWITCHGEAR BUILDING IS NEW NOTIFIER NFS-320 FIRE ALARM SYSTEM. FIELD
VERIFY RM E200 SYSTEM PANEL LOCATIONS AND SYSTEM TYPE AND PROVIDE DEVICES
COMPATIBLE WITH EXISTING SYSTEM.

2. MODIFY EXISTING SYSTEM TO ACCEPT NEW DEVICES. PROVIDE ADDITIONAL WIRING,
BOOSTER POWER SUPPLIES, NAC CARDS AND ALL OTHER COMPONENTS REQUIRED TO
PROVIDE A FULLY FUNCTIONAL FIRE ALARM SYSTEM.

3. COORDINATE FIRE ALARM SYSTEM DOWNTIME WITH COR PRIOR TO SHUTDOWN. SUBMIT
WORKPLAN FOR APPROVAL PRIOR TO CARRYING OUT ANY WORK.

4. SYSTEM WIRING IS CLASS-A. ENSURE CLASS A SYSTEM LOOP IS COMPLETED AFTER SYSTEM
HAS BEEN MODIFIED.

5. FIRE ALARM SEQUENCE OF OPERATION AS PER EXISTING SYSTEM.

6. FOR BATTERY SIZING CALCULATIONS, ASSUME EACH SPEAKER IS TAPPED AT 2W. FIELD SET
SPEAKERS BASED ON AUDIBILITY TESTING.

FIRE ALARM CONTROL
PANEL
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FIRE ALARM PLAN - SWITCHGEAR BLDG & EE200

3/17/2016
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 1/4" = 1'-0"
1

EMERGENCY SWITCHGEAR ROOM -  SYSTEMS PLAN

EXISTING NOTIFIER NFS-320 FIRE ALARM CONTROL PANEL. CONNECT NEW
DEVICES AS INDICATED INTO EXISTING FIRE ALARM SYSTEM LOOPS.
PROVIDE ADDITIONAL BOOSTER POWER SUPPLIES, NAC EXTENDERS,
SYSTEM REPROGRAMING AND ALL OTHER COMPONENTS AND SERVICES
REQUIRED TO CONNECT NEW DEVICES INTO THE EXISTING SYSTEM. FIRE
ALARM SEQUENCE OF OPERATION TO BE AS PER EXISTING DEVICES.

SET NEW STROBES TO 75CD.

FOR BATTERY SIZING CALCULATIONS, ASSUME EACH SOUNDED IS TAPPED AT
2W. FIELD ADJUST ACTUAL SETTING BASED ON AUDIBILITY TESTING.

DUCT DETECTOR FOR AHU UNIT SHUTDOWN. PROVIDED BY EC, INSTALLED BY
MC, WIRED BY EC.

FIRE ALARM CONTROL MODULE FOR AHU UNIT SHUTDOWN.

TIE NEW DEVICES INTO EXISTING MAIN SWITCHGEAR ROOM FIRE ALARM
SYSTEM ON FLOOR BELOW. PROVIDE ALL ADDITIONAL POWER SUPPLIES, NAC
EXTENDERS, BATTERIES OR OTHER COMPONENTS OR PROGRAMMING
REQUIRED FOR A FULLY FUNCTIONAL SYSTEM.

REFER TO ED301 FOR LOCATION OF FIRE ALARM PANELS SERVING THIS
AREA ON FLOOR BELOW

PROVIDE DEDICATED 1" CONDUIT FOR FIRE ALARM TO UNIT. RUN
UNDERGROUND TO CROSS GRADE TO UNIT.

RELOCATED FIRE ALARM CIRCUIT IN NEW UNDERGROUND CONDUIT. CIRCUIT
IS 2 CONDUCTORS, #16 GUAGE . ASSUME RUN IS IN MI COPPER CABLE BUT
FIELD VERIFY EXISTING CABLING AND MATCH EXISTING WITH NEW. PROVIDE
2"C, CONCRETE ENCASED. REMOVE EXISTING CONDUCTOR RUN AND
REPLACE WITH NEW, NO SPLICES ARE PERMITTED IN THE FIRE ALARM
CIRCUIT.

TIE NEW CONDUIT INTO EXISTING AT THIS LOCATION.

EXISTING FA CONDUIT RUN TO REMAIN. REPLACE CONDUCTORS AS PER
KEYNOTE 10.

REFER TO G002 FOR ADDITIONAL INFORMATION AND LOCATION OF
RELOCATED AND EXISTING FIRE ALARM CONDUIT RUNS.

NTS
2

FIRE ALARM RISER

 1/4" = 1'-0"
3

ROOM EE200 ROOF PLAN FIRE ALARM

ALL SYSTEM PARTS MUST BE HONEYWELL NOTIFIER ONLY
(SOLE SOURCE) AS PER EXISTING SYSTEM -
NO OTHER MANUFACTURER ALLOWED.

SOLE SOURCE:
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